200 - 750 AMP - SAMPLE CATALOG NUMBER

DCQ 600 - 48

- R 2 - AVR9-33 - -
I (if left blank) = No Metering Shunt
750150 = ex. 750 shunt w/50 mV Output
(if left blank) = Standard Vertically Oriented Mounting

RAR = Right Angle Mount - Bus exists right side of disconnect - see example below
RAL = Rights Angle Mount — Bus exits left side of disconnect — see example below

f Battery Type - Seelist above

il I option R, RK or RS below is selected - Number of EPO switch contacts (1-8)

M= Manual Open/Manual Close (No Shunt Trip or Push-button Station)

P = Remote Open/Manual Close (Shunt Trip, no Push-button Station

R = Remote Open manual Close (Shunt Trip & Push-button Station)

RK = Keyed Remote Open/Manual Close (Shunt Trip & Keyed Selector Switch Station)
RS = Shielded Remote Open/Manual Close (Shunt Trip & Shielded Push-button Station)

fl Overcurrent Trip Rating - See Table Below. If left blank = No trip is desired
#l Voltage - 24, 48

fl Ampere Rating - 200, <00, 600, 750

For a 200 Amp Frame Rating above select one overcurrent trip rating — 100, 125, 150, 175, 200
Fora Amp Frame Rating above select one overcurrent trip rating — 250, 300, 350, 375, 400

For a 600 Amp Frame Rating above select one overcurrent trip rating — 450, 500, 525, 600
For a 750 Amp Frame Rating above select one overcurrent trip rating — 675, 750

Horizontal Mount - Orientation Examples

RAL - Right Angle Left

RAR - Right Angle Right




1200 - 2400 AMP - SAMPLE CATALOG NUMBER

DCA 1200 - 48 - R 2 - AVR95-33 - -
l I (if left blank) = No Metering Shunt
1500/50 = ex. 750 shunt w/50 mV Qutput
(if left blank) = Standard Vertically Oriented Mounting
RAR = Right Angle Mount - Bus exists right side of disconnect - see example below

RAL = Rights Angle Mount — Bus exits left side of disconnect — see example below
§ Battery Type - See list above

1 If option R, RK o RS below is selected ~ Number of EPO switch contacts (1-8)

M = Manual Open/Manual Close (No Shunt Trip or Push-button Station)

P = Remote Open/Manual Close (Shunt Trip, no Push-button Station

R = Remote Open manual Close (Shunt Trip & Push-button Station)

RK = Keyed Remote Open/Manual Close (Shunt Trip & Keyed Selector Switch Station)
RS = Shielded Remote Open/Manual Close (Shunt Trip & Shielded Push-button Station)

i Overcurrent Trip Rating - See Table Below. If left blank = No trip is desired
fl\Voltage - 24, 48
fl Ampere Rating- 1200, 1800, 2400

For a 1200 Amp Frame Rating above, select one overcurrent trip rating — 800, 900, 1050, 1200
For a 1800 Amp Frame Rating above select one overcurrent trip rating — 1350, 1500, 1800
For a 2400 Amp Frame Rating above select one overcurrent trip rating — 2100, 2400

Horizontal Mount — Orientation Examples

RAR - Right Angle Right RAL - Right Angle Left
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